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       American Electric Lighting Product Guide Edition One Welcome to American Electric Lighting's new Product Guide! We at AEL are proud to publish our first catalog since becoming an Acuity Brands™ company. We are building on the long and successful history of American Electric Lighting and combining it with the strength and leadership of the world's leading lighting fixture manufacturer. AEL is a company now poised to become the clear leader in Utility and Infrastructure lighting. We provide superior product designs, high quality, and reliability, making it easy for our customers and sales force to do business with us. The new product guide contains several new products that indicate the exciting direction American Electric is headed. Whether it's the attractiveness and breadth of the decorative Heritage Collection or the superior photometric performance of the AVL vertical area lighter, AEL is clearly a company on the move. This new product guide also represents sweeping changes in our catalog logic. The new catalog numbering system makes it much easier to specify and order American Electric products. It greatly improves your ability to see and select all of the options and variations available to satisfy your specific applications, and it will make AEL catalog numbers much easier to interpret. One thing you won't find in this product guide is a great deal of highly technical data such as photometrics or electrical component specifications. In order to ensure that this data is continually up-to-date and is always as comprehensive and accurate as we can make it, AEL technical information can be easily accessed at www.americanelectriclighting.com. Our website has been designed to work seamlessly with the catalog, and its development and improvement is ongoing. We at American Electric Lighting hope that this catalog is a useful tool for you. We look forward to working with you to satisfy your lighting requirements. Sincerely, The AEL Team About American Electric Lighting For more than 40 years, the American Electric Lighting name has been recognized as a leader in Utility and Infrastructure lighting. In 2001, the company began a new era of lighting excellence as part of the Acuity Lighting Group, which includes other highly- respected lighting companies such as Lithonia Lighting, Holophane, Peerless, Hydrel, Antique Street Lamps, SpecLight, and Carandini. Sales Locations American Electric Lighting's commercial and industrial products are sold through a global network of independent sales agents. Our agents are experts in all types of lighting and are your local source for product information and technical expertise about American Electric Lighting products. For more information on the sales agency nearest you, please visit our website www.americanelectriclighting.com. American Electric Lighting™ Roadway, Security, & Area Lighting TA B L E O F C O N T E N T S ROADWAY LIGHTING DuraStar™ Roadway Lighting System Series 20 Roadway Cobrahead Series 325 Product Overview ...............................10 Product Overview ...............................26 Ordering Information ..........................11 Ordering Information ..........................27 DuraStar™ Roadway Lighting System Series 30 Roadway Cutoff Cobrahead Series 325 Product Overview ...............................12 Product Overview ...............................28 Ordering Information ..........................13 Ordering Information ..........................30 Roadway Cobrahead Series 115 Roadway Cobrahead Series 327 Product Overview ...............................14 Product Overview ...............................30 Ordering Information ..........................15 Ordering Information ..........................31 Roadway Cutoff Cobrahead Series 115 Roadway Cobrahead Series 413 Product Overview ...............................16 Product Overview ...............................32 Ordering Information ..........................17 Ordering Information ..........................33 Roadway Cobrahead Series 315 InterState Luminaire Series 185 Product Overview ...............................18 Product Overview ...............................34 Ordering Information ..........................19 Ordering Information ..........................35 Roadway Cutoff Cobrahead Series 315 Multi-Mount™ Series 285 Product Overview ...............................20 Product Overview ...............................36 Ordering Information ..........................21 Ordering Information ..........................37 Roadway Cobrahead Series 125 InterState™ II Luminaire Series 775 Product Overview ...............................22 Product Overview ...............................38 Ordering Information ..........................23 Ordering Information ..........................39 Roadway Cutoff Cobrahead Series 125 LPS Roadway/Area Luminaire Series SRP Product Overview ...............................24 Product Overview ...............................40 Ordering Information ..........................25 Ordering Information ..........................41 2 Product Guide American Electric Lighting™ Roadway, Security, & Area Lighting TA B L E O F C O N T E N T S LPS Roadway/Area Luminaire Series SRX American Revolution® Series 247 Product Overview ...............................42 Product Overview ...............................64 Ordering Information ..........................43 Ordering Information ..........................65 LPS Roadway/Area Luminaire Series SP2 Accessories .......................................................................66 Product Overview ...............................44 Ordering Information ..........................45 SECURITY LIGHTING NEMA Head Series 11 Product Overview ...............................72 Ordering Information ..........................73 Underpass Series 581 Product Overview ...............................46 Ordering Information ..........................47 Series 11 NEMA Package Product Overview ...............................74 Ordering Information ..........................75 Wall Pack 882 Product Overview ...............................48 Ordering Information ..........................49 Series 11 "L" Package Product Overview ...............................76 Ordering Information ..........................77 Signlite Series 876 Product Overview ...............................50 Ordering Information ..........................51 Series 110 Product Overview ...............................78 Ordering Information ..........................79 Accessories ................................................................52 DECORATIVE AND POST-TOP LIGHTING Dusk To Dawn Series DTD Heritage Collection Product Overview ...............................80 Product Overview ...............................58 Ordering Information ..........................81 Ordering Information ..........................59 Heritage Poles ................................................................60 AREA LIGHTING Heritage Arms ................................................................61 AVL Heritage Bollards ..............................................................61 Product Overview ...............................86 Ordering Information ..........................87 ConTempo® Luminaire Series 245 Product Overview ...............................62 Ordering Information ..........................63 LuxMaster® Luminaire Series 53 Product Overview ...............................88 Ordering Information ..........................89 Product Guide 3 American Electric Lighting™ Roadway, Security, & Area Lighting TA B L E O F C O N T E N T S LuxMaster® Luminaire Series 153 Stadium Floodlight Series SF Product Overview ...............................90 Product Overview .............................112 Ordering Information ..........................91 Ordering Information ........................113 LuxMaster® Classic Series LS Quartz Flood Series 570 Product Overview ...............................92 Product Overview .............................114 Ordering Information ..........................93 Ordering Information ........................114 LuxMaster® Classic Series LM Quartz Flood Series 474 Product Overview ...............................94 Product Overview .............................115 Ordering Information ..........................95 Ordering Information ........................115 LuxMaster® Classic Series LL Options & Accessories ..................................................116 Product Overview ...............................96 Ordering Information ..........................97 ELECTRONIC PHOTOCONTROLS DP Series Silicon Product Overview .............................124 Ordering Information ........................124 LuxMaster® LPS Luminaire Series LML Product Overview ...............................98 Ordering Information ..........................99 D Series Classic Product Overview .............................125 Ordering Information ........................125 Options & Accessories ..................................................100 FLOOD LIGHTING DP Series High Temp/Floodlight Compact Flood Series 51 Product Overview .............................126 Product Overview .............................106 Ordering Information ........................126 Ordering Information ........................107 DE Series Filtered Silicon UltraFlood™ Series 75 Product Overview .............................127 Product Overview .............................108 Ordering Information ........................127 Ordering Information ........................109 DPN Series Part Night UltraFlood™ Series 77 Product Overview .............................128 Product Overview .............................110 Ordering Information ........................128 Ordering Information ........................111 4 Product Guide American Electric Lighting™ Roadway, Security, & Area Lighting TA B L E O F C O N T E N T S DX Series Basic RTFDB ...............................................................................154 Product Overview .............................129 SSF.....................................................................................155 Ordering Information ........................129 STC ....................................................................................156 SPRTC ...............................................................................157 SPRTS ...............................................................................160 RTAU..................................................................................164 DB Series Button RTSU..................................................................................168 Product Overview .............................130 AMAW / SMAW...............................................................172 Ordering Information ........................130 AMAC / SMAC .................................................................174 SMAWL.............................................................................176 Accessories .....................................................................178 DD Series Diagnostic OPTIONS & ACCESSORIES Product Overview .............................131 Ordering Information ........................131 HPS Replacement Starters............................................180 Lamp Selection ................................................................181 Luminaire Classification Systems ................................182 Roadway & Decorative Luminaires - Calc..................183 DBE Series Button Flood Lights - Calc...........................................................184 Product Overview .............................132 Flood Light Aiming...........................................................185 Ordering Information ........................132 Location/Aiming Guidelines ..........................................186 Calculations .....................................................................187 Terms & Conditions .................................................188-189 Index ..........................................................................190-191 DUE Series Basic Product Overview .............................133 Ordering Information ........................133 Accessories & Special Controls...................................133 POLES RSA ....................................................................................139 RTA.....................................................................................140 RSAH .................................................................................141 SSA ....................................................................................142 SSAH .................................................................................143 RSS ....................................................................................144 RTS ....................................................................................145 SSS ....................................................................................146 STS ....................................................................................147 STSH..................................................................................148 Pole Options .....................................................................149 Aluminum Mounting Brackets ......................................150 Steel Mounting Brackets...............................................151 RTF .....................................................................................153 Product Guide 5 ROADWAY LIGHTING Illustrated Index..........................................................8 Product Page Reference Key...................................9 DuraStar Series 20 ...................................................10 DuraStar Series 30 ...................................................12 Roadway 115 ............................................................14 Roadway 115 Cutoff .................................................16 Roadway 315 ............................................................18 Roadway 315 Cutoff .................................................20 Roadway 125 ............................................................22 Roadway 125 Cutoff .................................................24 Roadway 325 ............................................................26 Roadway 325 Cutoff .................................................28 Roadway 327 .............................................................30 Roadway 413 .............................................................32 InterState 185............................................................34 Multi-Mount 285 .......................................................36 InterState II 775 .......................................................38 LPS Roadway - SRP .................................................40 LPS Roadway - SRX .................................................42 LPS Roadway - SP2..................................................44 UnderPass 581 ..........................................................46 Under Pass 882 .........................................................48 SignLite 875 ...............................................................50 Accessories ..............................................................52 American Electric Lighting™ ROADWAY LIGHTING LUMINAIRES I L L U S T R AT E D I N D E X DURASTAR DURASTAR ROADWAY ROADWAY Series 20 Series 30 Series 115 Cutoff Series 115 Page 10 Page 12 Page 14 Page 16 ROADWAY ROADWAY ROADWAY ROADWAY Series 315 Cutoff Series 315 Series 125 Cutoff Series 125 Page 18 Page 20 Page 22 Page 24 ROADWAY ROADWAY ROADWAY ROADWAY Series 325 Cutoff Series 325 Series 327 Series 413 Page 26 Page 28 Page 30 Page 32 INTERSTATE MULTI-MOUNT INTERSTATE II LPS ROADWAY Series 185 Series 285 Series 775 Series SRP Page 34 Page 36 Page 38 Page 40 LPS ROADWAY LPS ROADWAY UNDERPASS HEAVY DUTY WALL PACK Series SRX Series SP2 Sidelite 581 Series 882 Page 42 Page 44 Page 46 Page 48 SIGNLITE Signlite 875 8 Product Guide Page 50 ROADWAY P R O D U C T PA G E R E F E R E N C E K E Y Some of the nomenclature found within the ordering trees requires the use of abbreviations. Below is a list of those options and their complete names. CWA Constant Wattage Autotransformer CWI Constant Wattage Isolated Autotransformer HPS High Pressure Sodium LPS Low Pressure Sodium L1 Line 1 L2 Line 2 Mag Reg Magnetic Regulated MH Metal Halide MV Mercury Vapor NEMA National Electrical Manufacturers Association SCWA Super Constant Wattage Autotransformer UL Underwriters Laboratory CSA Canadian Standards Association ANSI American National Standards Institute For more information including photometric charts, specification sheets and how to reach us, please visit our website: www.americanelectriclighting.com Product Guide 9 DuraStar™ Series 20 Roadway Lighting System 35-150W HPS, 100-175W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Revolutionary DuraLock™ docking system provides modular installation and interchangeability for easy maintenance. Rugged die-cast, powder-coated docking station mounts securely to mast-arm to ensure secure wiring and long-lasting stability. Durable lightweight lighting fixture positively docks by plugging in with a 20° locking twist. Composite fixture housing resists impact, is non-conductive, and resists weather and corrosive environments. High temperature, UV-stabilized material ensures long-term reliability under harsh sunlight, heat, and humidity. High-efficiency optical system maximizes light output while minimizing glare. Starter component is externally accessible for easy maintenance and is fully encapsulated for long life. Optional (BZ) finish shown Wildlife shield is cast into the docking station (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Applications: Cam-latch doorframe allows easy re-lamping without tools. Roadways Large surface area "breathing seal" gasket, seals the optical chamber to Residential areas prevent intrusion by insects and environmental contaminants. Heat-resistant Coastal areas — salt/corrosive environments gasket material remains effective over the life of the fixture. Parking lots Commercial roadways All electrical components warranted by American Electric Lighting's 6-year Storage areas guarantee Security lighting Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS DIMENSIONS Optical chamber is IP64 rated standard. Complies with ANSI: C136.2, C136.10, C136.15 26 1/2'' (673) Optic Distribution R2SA R3SA R2SP R3SP R2FG R3FG 35W-HPS ◆ ◆ ◆ ◆ ◆ ◆ 70W-HPS ◆ ◆ ◆ ◆ ◆ ◆ 100W-HPS ◆ ◆ ◆ ◆ ◆ ◆ 150W-HPS ◆ ◆ ◆ ◆ ◆ ◆ 100W-MH ◆ ◆ ◆ ◆ 175W-MH ◆ ◆ 12 1/2'' (318) 100W-MV ◆ ◆ ◆ ◆ 175W-MV ◆ ◆ 9'' (228) 9.2" (234) Effective Projected Area (EPA) 26.5" 12.5" The EPA for the DuraStar™ is .56 sq. ft. (673) (318) The EPA for the DuraStar™ sag lens, is .70 sq. ft. 10 Product Guide For photometric information, visit our website, www.americanelectriclighting.com DuraStar™ Series 20 Roadway Lighting System 35-150W HPS, 100-175W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 2 0 1 5 S R N 1 2 0 R 3 F G M 2 P C Series Wattage / Source Ballast Voltage Distribution 20 Durastar 03 35W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 05 50W1 M MH Power Factor3 MT8 Multi-tap wired 208V R3 Roadway Type III 07 70W V MV RH Reactor High MT2 Multi-tap wired 240V XX None9 10 100W X Incandescent Power Factor3 MT7 Multi-tap wired 277V 15 150W (Order with XX XN High Reactance 120 120V 17 175W2 ballast option (Lag) Normal 208 208V Optics 00 Use for only) Power Factor 220 220V incandescent XH High Reactance 240 240V SA Sag Acrylic Lens6 option (Lag) High 277 277V SP Sag Polycarbonate Lens Power Factor 347 347V FG Flat Glass Clear Tempered7 CA CWA 480 480V SG Sag Glass Clear Tempered CT CWI TT1 Tri-tap wired 120V XX None9 MR Mag Reg (3 Coil) TT7 Tri-tap wired 277V XX No Ballast TT3 Tri-tap wired 347V DT1 Dual Tap 120/240 wired 120V4 DT2 Dual Tap 120/240 wired 240V4 DT3 Dual Tap 240/480 wired 240V5 DT4 Dual Tap 240/480 wired 480V5 Notes: Options 1 Available in HPS only, RN and RH ballast options only 2 Not available in HPS Maximum number of options is six, for more options please contact your local 3 Available in 120V only for HPS and 240V MV, not available American Electric Lighting representative in MH 4 Not available in 175W MH; or 100W HPS ballast options Mounting AD Adjustable Photocontrol 5 Available in HPS MR ballast options and 100W MV CA (blank) Duralock Docking Station set Receptacle ballast options only for 1-1/4” mast arm Lamp 6 Available 100W HPS and below; 175W MV/MH and below M2 Duralock Docking Station set LC Lamp Included, Clear 7 Available in HPS only for 2” mast arm LD Lamp Included, Deluxe/Coated 8 Limited availability, please contact your local ML Less Duralock Docking Station American Electric Lighting representative PD Power door only (lower door with Misc. 9 Must order PD option components10 PC Photocontrol Included per 10 Must order XX distribution and optics Color Voltage Specified (blank) Gray (standard) PK Package D (includes lamp, BZ Bronze photocontrol, 5’ pre-wire, mast arm, hard wire) Listing SS Stainless Steel Hardware UL UL Listed PL Distribution Pattern CS CSA Certified Indicator Label 5H 50 Hertz Ballast Cycle8 Photocontrol Receptacle NN No NEMA Label on Housing (blank) NEMA Photocontrol Receptacle SH Shorting Cap fixed position (standard) NR No Photocontrol Receptacle PB Phosphor Bronze Contacts Product Guide 11 DuraStar™ Series 30 Roadway Lighting System 200-400W HPS, 400W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Revolutionary DuraLock™ docking system provides modular installation and interchangeability for easy maintenance. Rugged die-cast, powder-coated docking station mounts securely to mast-arm to ensure secure wiring and long-lasting stability. Durable lightweight lighting fixture positively docks by plugging in with a 20° locking twist. Composite fixture housing resists impact, is non-conductive, and resists weather and corrosive environments. High temperature UV-stabilized material ensures long-term reliability under harsh sunlight, heat, and humidity. High-efficiency optical system maximizes light output while minimizing objectionable glare. Starter component is externally accessible for easy maintenance and is fully encapsulated for long life. Applications: Wildlife shield is cast into the docking station (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Roadways Residential streets Die-cast trigger latch on door frame enables easy and secure one-hand Storage areas opening for re-lamping and maintenance Parking lots Campuses Large surface area "breathing seal" gasket seals the optical chamber to Parks prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. All electrical components warranted by American Electric Lighting's 6-year guarantee DIMENSIONS Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS 36 -1/4 (921) Optical chamber is IP64 rated standard. Complies with ANSI: C136.2, C136.10, C136.15 36 -1/4 Optic Distribution (921) R2SG R3SG R2FG R3FG 150W-HPS ◆ ◆ ◆ ◆ 200W-HPS ◆ ◆ ◆ ◆ 250W-HPS ◆ ◆ ◆ ◆ 17-1/2" 310W-HPS ◆ ◆ ◆ ◆ (445) 400W-HPS ◆ ◆ ◆ ◆ 175W-MH ◆ ◆ ◆ ◆ 250W-MH ◆ ◆ ◆ ◆ 10" 17-1/2" 400W-MH ◆ ◆ ◆ ◆ (254) (445) 175W-MV ◆ ◆ ◆ ◆ 250W-MV ◆ ◆ ◆ ◆ 400W-MV ◆ ◆ ◆ ◆ 11" (279) Effective Projected Area (EPA) The EPA for the DuraStar™ Series 30 is 1.24 sq. ft. flat glass The EPA for the DuraStar™ Series 30 is 1.43 sq. ft. sag glass 12 Product Guide For photometric information, visit our website, www.americanelectriclighting.com DuraStar™ Series 30 Roadway Lighting System 200-400W HPS, 400W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 0 2 5 S R H 2 4 0 R 3 F G M 2 E C Series Wattage / Source Ballast Voltage Distribution 30 Durastar 20 200W S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 25 250W M MH Power Factor3 MT2 Multi-tap wired 240V R3 Roadway Type III 31 310W1 V MV RH Reactor High MT7 Multi-tap wired 277V 40 400W X Incandescent Power Factor3 120 120V 23 250/400W (Order with XX XN High Reactance 208 208V wired 250W2 ballast option (Lag) Normal 220 220V Optics 24 250/400W only) Power Factor 240 240V wired 400W2 XH High Reactance 277 277V SG Sag Glass Clear Tempered 00 Use for (Lag) High 347 347V FG Flat Glass Clear Tempered incandescent Power Factor 480 480V option CA CWA TT1 Tri-tap wired 120V CT CWI TT7 Tri-tap wired 277V SC SCWA4 TT3 Tri-tap wired 347V XX No Ballast DT1 Dual Tap 120/240 wired 120V DT2 Dual Tap 120/240 wired 240V DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Notes: Options 1 Available in HPS only 2 Available in CA ballast options only Maximum number of options is six, for more options please contact your local 3 Available 220 to 240V for 200-400W HPS; American Electric Lighting representative not available in MH 4 Pulse start MH only Mounting Lamp 5 Starter options externally mounted M2 Duralock Docking Station set LC Lamp Included, Clear 6 Limited availability, please contact your local for 2” mast arm LD Lamp Included, Deluxe/Coated American Electric Lighting representative ML Less Duralock Docking Station Starter1 Color (blank) Encapsulated Plug-In5 (blank) Gray (standard) PS Protected/Auto Shutoff BZ Bronze OP Open Board Listing Misc. UL UL Listed PC Photocontrol Included per CS CSA Certified Voltage Specified SS Stainless Steel Hardware Photocontrol Receptacle PL Distribution Pattern (blank) NEMA Photocontrol Receptacle Indicator Label fixed position (standard) 5H 50 Hertz Ballast Cycle6 NR No Photocontrol Receptacle NN No NEMA Label on Housing PB Phosphor Bronze Contacts SH Shorting Cap AD Adjustable Photocontrol Receptacle Product Guide 13 Roadway Series 115 Roadway Lighting Luminaires — Cobrahead 35-250W HPS, 100-250W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance. Two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Optional four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on doorframe enables easy and secure one-hand opening for re-lamping and maintenance. Large surface area "breathing seal" gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) on the two-bolt unit and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Anodized aluminum reflectors provide uniform lighting distribution with borosilicate glass, acrylic, or polycarbonate refractor. Applications: Roadways NEMA wattage label, terminal block, and NEMA photocell receptacle are Residential streets standard. Storage areas All electrical components warranted by American Electric Lighting's 6-year Parking lots guarantee. Campuses Parks Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Optic Distribution DIMENSIONS R2DA R3DA R2DP R3DP R2DG R3DG R4DG 35W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 50W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 70W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 100W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 10.1" 150-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ (257) 200-HPS ◆ ◆ ◆ ◆ ◆ 250-HPS ◆ ◆ ◆ ◆ ◆ 100W-MH ◆ ◆ ◆ ◆ ◆ ◆ ◆ 150-MH ◆ ◆ ◆ ◆ ◆ ◆ ◆ 27" 175-MH ◆ ◆ ◆ ◆ ◆ ◆ ◆ (686) 250-MH ◆ ◆ ◆ ◆ ◆ 100W-MV ◆ ◆ ◆ ◆ ◆ ◆ ◆ 150-MV ◆ ◆ ◆ ◆ ◆ ◆ 175-MV ◆ ◆ ◆ ◆ ◆ ◆ 250-MV ◆ ◆ ◆ ◆ ◆ 10.1" (257) 13" (330) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 115 is 0.9 sq. ft. 14 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 115 Roadway Lighting Luminaires — Cobrahead 35-250W HPS, 100-250W MH/MV ROADWAY O R D E R I N G I N F O R M AT I O N Example: 1 1 5 1 5 S R H 1 2 0 R 3 D G L C E C Series Wattage / Source Ballast Voltage Distribution 115 Single Door 03 35W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 05 50W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 07 70W V MV RH Reactor High MT2 Multi-tap wired 240V RX Roadway Type II 10 100W X Incandescent Power Factor4 MT7 Multi-tap wired 277V 4-way 13 100/150W (Order with XX XN High Reactance 120 120V wired 100W2 ballast option (Lag) Normal 208 208V Optics 14 100/150W only) Power Factor 220 220V wired 150W2 XH High Reactance 240 240V DA Drop Acrylic 15 150W (Lag) High 277 277V Prismatic Refractor8 17 175W3 Power Factor 347 347V DP Drop Polycarbonate 20 200W CA CWA 480 480V Prismatic Refractor 25 250W CT CWI TT1 Tri-tap wired 120V DG Drop Glass 00 Use for SC SCWA5 TT7 Tri-tap wired 277V Prismatic Refractor incandescent MR Mag Reg (3 Coil)6 TT3 Tri-tap wired 347V option XX No Ballast DT1 Dual Tap 120/240 wired 120V7 DT2 Dual Tap 120/240 wired 240V7 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local American Electric Lighting representative Notes: Mounting Photocontrol Receptacle 1 Available in RN ballast option only (blank) 2-bolt Internal 1-1/4” setting (blank) NEMA Photocontrol Receptacle 2 Available in RH and RN ballast options only (standard) (standard) 3 Not available in HPS EF External Fitter (2-bolt only) NR No Photocontrol Receptacle 4 Available in 120V only for 150W HPS and below; 220 to 4B 4-bolt Internal PB Phosphor Bronze Contacts 240V only available for 200-400W HPS; not available in MH M2 2-bolt Internal 2” setting 5 Pulse Start Metal Halide only Lamp 6 Maximum wattage is 150W HPS; not available in MV/MH Paint9 LC Lamp Included, Clear 7 Not available in 175W MV/MH; 200-250W MR ballast (blank) Gray (standard) LD Lamp Included, Deluxe/Coated options; or 100W HPS ballast options BK Black 8 175W Maximum BZ Bronze Starter11 9 Other colors available, please contact your local WH White (blank) Open Board (standard) American Electric Lighting representative UP Unpainted EC Encapsulated Plug-in 10 Voids UL/CSA Certified Options and not available in OP Open Plug-in Multi-tap ballast Terminal Block DS Dual Volt Encapsulated Plug-in 11 For HPS products only (blank) Terminal Block (standard) PS Protected/Auto Shutoff 12 Limited availability, please contact your local T2 Wired to L1 to L2 Position ES External Encapsulated Plug-in American Electric Lighting representative T3 3 Wire Operation (L1, N, L2 Position) Misc. PC Photocontrol Included per Listing Voltage Specified UL UL Listed BL Bubble Level CS CSA Certified SS Stainless Steel Hardware CF Charcoal Filter Fusing10 PL Distribution Pattern SF Single Fuse (120, 277, 347V) Indicator Label DF Double Fuse (208, 220, 240, 480V) LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle12 NN No NEMA Label on Housing SH Shorting Cap Product Guide 15 Roadway Series 115 Roadway Lighting Luminaires — Cutoff Style Cobrahead 35-250W HPS, 100-250W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance. Two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Optional four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on doorframe enables easy and secure one-hand opening for re-lamping and maintenance. Large surface area "breathing seal" gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) on the two-bolt unit and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Anodized aluminum reflectors provide uniform lighting distribution with either flat lens or sag clear tempered glass. Applications: Roadways NEMA wattage label, terminal block, and NEMA photocell receptacle are Residential streets standard. Storage areas All electrical components warranted by American Electric Lighting's 6-year Parking lots guarantee. Campuses Parks Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Specs R2SG R3SG R2FG R3FG 35W-HPS ◆ ◆ ◆ ◆ 1 Contact American Electric Lighting DIMENSIONS for availability. 50W-HPS ◆ ◆ ◆ ◆ 70W-HPS ◆ ◆ ◆ ◆ 100W-HPS ◆ ◆ ◆ ◆ 150-HPS ◆ ◆ ◆ ◆ 200-HPS ◆ ◆ 27" 250-HPS ◆ ◆ (686) 100W-MH1 150-MH1 6.5" 175-MH ◆ (165) 250-MH ◆ 100W-MV 150-MV ◆ 175-MV ◆ 13" 13" 27" (330) (330) (686) 6.5" (165) 8.3" 8.3" (211) (211) Effective Projected Area (EPA) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 115 with cutoff is .74 sq. ft. The EPA for the Horizontal Luminaire Series 115 with sag glass is .82 sq. ft. 16 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 115 Roadway Lighting Luminaires — Cutoff Style Cobrahead 35-250W HPS, 100-250W MH/MV ROADWAY O R D E R I N G I N F O R M AT I O N Example: 1 1 5 1 5 S R H 1 2 0 R 3 S G L C E C P L Series Wattage / Source Ballast Voltage Distribution 115 Single Door 03 35W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 05 50W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 07 70W V MV RH Reactor High MT2 Multi-tap wired 240V 10 100W X Incandescent Power Factor4 MT7 Multi-tap wired 277V 13 100/150W (Order with XX XN High Reactance 120 120V wired 100W2 ballast option (Lag) Normal 208 208V Optics 14 100/150W only) Power Factor 220 220V wired 150W2 XH High Reactance 240 240V FG Flat Glass Clear Tempered8 15 150W (Lag) High 277 277V SG Sag Glass Clear Tempered 17 175W3 Power Factor 347 347V 20 200W CA CWA 480 480V 25 250W CT CWI TT1 Tri-tap wired 120V 00 Use for SC SCWA5 TT7 Tri-tap wired 277V incandescent MR Mag Reg (3 Coil)6 TT3 Tri-tap wired 347V option XX No Ballast DT1 Dual Tap 120/240 wired 120V7 DT2 Dual Tap 120/240 wired 240V7 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative Mounting Photocontrol Receptacle 1 Available in RN ballast option only (blank) 2-bolt Internal 1-1/4” setting (blank) NEMA Photocontrol Receptacle 2 Available in RH and RN ballast options only (standard) (standard) 3 Not available in HPS EF External Fitter (2-bolt only) NR No Photocontrol Receptacle 4 Available in 120V only for 150W HPS and below; 220 to 4B 4-bolt Internal PB Phosphor Bronze Contacts 240V only available for 200-250W HPS; not available in MH M2 2-bolt Internal 2” setting 5 Pulse Start Metal Halide only Lamp 6 Maximum wattage is 150W HPS; not available in MV/MH Paint9 LC Lamp Included, Clear 7 Not available in 175W MV/MH; 200-250W MR ballast (blank) Gray (standard) LD Lamp Included, Deluxe/Coated options; or 100W HPS ballast options BK Black 8 Limited wattage and distributions, please consult BZ Bronze Starter11 photometry WH White (blank) Open Board (standard) 9 Other colors available, please contact your local UP Unpainted EC Encapsulated Plug-in American Electric Lighting representative OP Open Plug-in 10 Voids UL/CSA Certified Options; not available in Terminal Block DS Dual Volt Encapsulated Plug-in Multi-tap ballast (blank) Terminal Block (standard) PS Protected/Auto Shutoff 11 For HPS products only T2 Wired to L1 & L2 Positions ES External Encapsulated Plug-in 12 Limited availability, please contact your local T3 3 Wire Operation American Electric Lighting representative (L1, N, L2 Position) Misc. PC Photocontrol Included per Listing Voltage Specified UL UL Listed BL Bubble Level CS CSA Certified SS Stainless Steel Hardware CF Charcoal Filter Fusing10 PL Distribution Pattern SF Single Fuse (120, 277, 347V) Indicator Label DF Double Fuse (208, 220, 240, 480V) LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle12 NN No NEMA Label on Housing SH Shorting Cap Product Guide 17 Roadway Series 315 Roadway Lighting Luminaires — Cobrahead with Power Door 35-400W HPS, 100-250W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Die-cast secondary Power Pad door places all electrical components on one easily interchangeable module with quick disconnects to main fixture housing. Two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Optional four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on lens frame enables easy and secure one-hand opening for re-lamping. Large surface area "breathing seal" gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) on the two-bolt unit and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Applications: Roadways Anodized aluminum reflectors provide uniform lighting distribution with Residential streets borosilicate glass, acrylic or polycarbonate refractor. Parking lots, shopping centers NEMA wattage label, terminal block, and NEMA photocell receptacle are Apartment and condo complexes standard. Colleges, universities Parks All electrical components warranted by American Electric Lighting's 6-year Storage areas guarantee Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 DIMENSIONS Optic Distribution R2DA R3DA R2DP R3DP R2DG R3DG RXDG 35W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 50W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 10.1" 70W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ (257) 100W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 150W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ 200W-HPS ◆ ◆ ◆ ◆ ◆ 250W-HPS ◆ ◆ ◆ ◆ ◆ 27" 310W-HPS ◆ ◆ ◆ ◆ ◆ (686) 400W-HPS ◆ ◆ ◆ ◆ ◆ 100W-MH ◆ ◆ ◆ ◆ ◆ ◆ ◆ 175W-MH ◆ ◆ ◆ ◆ ◆ ◆ ◆ 250W-MH ◆ ◆ ◆ ◆ ◆ 100W-MV ◆ ◆ ◆ ◆ ◆ ◆ ◆ 10.1" 175W-MV ◆ ◆ ◆ ◆ ◆ ◆ ◆ (257) 250W-MH ◆ ◆ ◆ ◆ ◆ 13" (330) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 315 is 0.9 sq. ft. 18 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 315 Roadway Lighting Luminaires — Cobrahead with Power Door 35-400W HPS, 100-250W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 1 5 1 5 S X H M T 1 R 3 D G L C P C B L Series Wattage / Source Ballast Voltage Distribution 315 Power Door 03 35W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 05 50W2 M MH Power Factor6 MT8 Multi-tap wired 208V R3 Roadway Type III 07 70W V MV RH Reactor High MT2 Multi-tap wired 240V RX Roadway Type II 10 100W X Incandescent Power Factor6 MT7 Multi-tap wired 277V 4-way 13 100/150W (Order with XX XN High Reactance 120 120V wired 100W2 ballast option (Lag) Normal 208 208V Optics 14 100/150W only) Power Factor 220 220V wired 150W2 XH High Reactance 240 240V DA Drop Acrylic 15 150W (Lag) High 277 277V Prismatic Refractor11 17 175W3 Power Factor 347 347V DP Drop Polycarbonate 20 200W CA CWA 480 480V Prismatic Refractor 25 250W CT CWI TT1 Tri-tap wired 120V DG Drop Glass 31 310W4,5 SC SCWA7 TT7 Tri-tap wired 277V Prismatic Refractor 40 400W4,5 MR Mag Reg (3 Coil)8 TT3 Tri-tap wired 347V 00 Use for XX No Ballast DT1 Dual Tap 120/240 incandescent wired 120V9 option DT2 Dual Tap 120/240 wired 240V9 DT3 Dual Tap 240/480 wired 240V10 DT4 Dual Tap 240/480 wired 480V10 Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative 1 Available in RN ballast option only Mounting Photocontrol Receptacle 2 Available in RN and RH ballast options only (blank) 2-bolt Internal 1-1/4” setting (blank) NEMA Photocontrol Receptacle 3 Not available in HPS (standard) (standard) 4 Available in HPS only EF External Fitter (2-bolt only) NR No Photocontrol Receptacle 5 Not available in CT, SC, or MR ballast options 4B 4-bolt Internal PB Phosphor Bronze Contacts 6 Available in 120V only for 150W HPS and below, 220 to 240V M2 2-bolt Internal 2” setting only available for 200-400W HPS; not available in MH Lamp 7 Pulse Start Metal Halide only Paint12 LC Lamp Included, Clear 8 Not available in 200-400W HPS; not available in MV/MH (blank) Gray (standard) LD Lamp Included, Deluxe/Coated 9 Available in 175W MV/MH; 200-250W MR ballast options, BK Black or 100W HPS ballast options BZ Bronze Starter4 10 Available in HPS MR Ballast Option and 100W MV CA WH White (blank) Open Board (standard) ballast options UP Unpainted EC Encapsulated Plug-in 11 175W Maximum OP Open Plug-in 12 Other colors available, please contact your local Terminal Block DS Dual Volt Encapsulated Plug-in American Electric Lighting representative (blank) Terminal Block (standard) PS Protected/Auto Shutoff 13 Voids UL/CSA Certified Options, not available in Multi-tap T2 Wired to L1 & L2 Positions ballast T3 3 Wire Operation Misc. 14 Limited availability, please contact your local (L1, N, L2 Position) PC Photocontrol Included per American Electric Lighting representative Voltage Specified Listing BL Bubble Level UL UL Listed SS Stainless Steel Hardware CS CSA Certified CF Charcoal Filter PL Distribution Pattern Fusing13 Indicator Label SF Single Fuse (120, 277, 347V) LA Lightning Arrestor DF Double Fuse (208, 220, 240, 480V) (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle14 NN No NEMA Label on Housing SH Shorting Cap Product Guide 19 Roadway Series 315 Roadway Lighting Luminaires — Cutoff Style Cobrahead with Power Door 35-400W HPS, 100-250W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Die-cast secondary Power Pad door places all electrical components on one easily interchangeable module with quick disconnects to main fixture housing. Two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Optional four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on lens frame enables easy and secure one-hand opening for re-lamping. Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) on the two-bolt unit and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Applications: Roadways Anodized aluminum reflectors provide uniform lighting distribution with either Residential streets flat or sag clear tempered glass. Parking lots, shopping centers NEMA wattage label, three-position terminal block, and NEMA photocell Apartment and condo complexes receptacle are standard. Colleges, universities Parks All electrical components warranted by American Electric Lighting's 6-year Storage areas guarantee Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS DIMENSIONS Optic Distribution R2SG R3SG R2FG R3FG 35W-HPS ◆ ◆ ◆ ◆ 50W-HPS ◆ ◆ ◆ ◆ 6.5" 70W-HPS ◆ ◆ ◆ ◆ (165) 100W-HPS ◆ ◆ ◆ ◆ 150W-HPS ◆ ◆ ◆ ◆ 200W-HPS ◆ ◆ 27" 250W-HPS ◆ ◆ (686) 310W-HPS ◆ ◆ 400W-HPS ◆ ◆ 100W-MH1 150W-MH1 175W-MH ◆ 250W-MH ◆ 100W-MV 1 Contact American Electric Lighting 6.5" (165) 175W-MV ◆ for availability. 250W-MH ◆ 13" 13" 27" (330) (330) (686) Effective Projected Area (EPA) 8.3" (211) The EPA for the Horizontal Luminaire Series 315 with Cutoff is 0.98 sq. ft. Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 315 with sag glass is .82 sq. ft. 20 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 315 Roadway Lighting Luminaires — Cutoff Style Cobrahead with Power Door 35-400W HPS, 100-250W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 1 5 1 7 M C A M T 1 R 3 F G 4 B L C Series Wattage / Source Ballast Voltage Distribution 315 Power Door 03 35W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II11 Cobrahead 05 50W2 M MH Power Factor6 MT8 Multi-tap wired 208V R3 Roadway Type III 07 70W V MV RH Reactor High MT2 Multi-tap wired 240V 10 100W X Incandescent Power Factor6 MT7 Multi-tap wired 277V 13 100/150W (Order with XX XN High Reactance 120 120V wired 100W2 ballast option (Lag) Normal 208 208V Optics 14 100/150W only) Power Factor 220 220V wired 150W2 XH High Reactance 240 240V FG Flat Glass Clear Tempered12 15 150W (Lag) High 277 277V SG Sag Glass Clear Tempered 17 175W3 Power Factor 347 347V 20 200W CA CWA 480 480V 25 250W CT CWI TT1 Tri-tap wired 120V 31 310W4, 5 SC SCWA7 TT7 Tri-tap wired 277V 40 400W4, 5 MR Mag Reg (3 Coil)8 TT3 Tri-tap wired 347V 00 Use for XX No Ballast DT1 Dual Tap 120/240 incandescent wired 120V9 option DT2 Dual Tap 120/240 wired 240V9 DT3 Dual Tap 240/480 wired 240V10 DT4 Dual Tap 240/480 wired 480V10 Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative 1 Available in RN ballast option only Mounting SF Single Fuse (120, 277, 347V) 2 Available in RN and RH ballast options only (blank) 2-bolt Internal 1-1/4” setting DF Double Fuse (208, 220, 240, 480V) 3 Not available in HPS (standard) Photocontrol Receptacle 4 Available in HPS only EF External Fitter (2-bolt only) (blank) NEMA Photocontrol Receptacle 5 Not available in CT, SC, or MR ballast options 4B 4-bolt Internal (standard) 6 Available in 120V only for 150W HPS and below, 220 to 240V M2 2-bolt Internal 2” setting NR No Photocontrol Receptacle only available for 200-400W HPS; not available in MH PB Phosphor Bronze Contacts 7 Pulse Start Metal Halide only Paint13 8 Not available in 200-400W HPS; not available in MV/MH (blank) Gray (standard) Lamp 9 Available in 175W MV/MH; 200-250W MR ballast options, BK Black LC Lamp Included, Clear or 100W HPS ballast options BZ Bronze LD Lamp Included, Deluxe/Coated 10 Available in HPS MR Ballast Option and 100W MV CA WH White ballast options UP Unpainted Starter4 11 Available in 200-250W HPS only (blank) Open Board (standard) 12 Limited wattage and distribution, please consult Terminal Block EC Encapsulated Plug-in photometry (blank) Terminal Block (standard) OP Open Plug-in 13 Other colors available, please contact your local T2 Wired to L1 & L2 Positions DS Dual Volt Encapsulated Plug-in American Electric Lighting representative T3 3 Wire Operation PS Protected/Auto Shutoff 14 Voids UL/CSA Certified Options, not available in multi-tap (L1, N, L2 Position) ballast Misc. 15 Limited availability, please contact your local Listing PC Photocontrol Included per American Electric Lighting representative UL UL Listed Voltage Specified CS CSA Certified BL Bubble Level SS Stainless Steel Hardware Fusing14 CF Charcoal Filter PL Distribution Pattern Indicator Label LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle15 NN No NEMA Label on Housing Product Guide 21 Roadway Series 125 Roadway Lighting Luminaires — Cobrahead 200-400W HPS, 175-400W MH/MV ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Optional two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Standard four- bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on doorframe enables easy and secure one-hand opening for re-lamping and maintenance Large surface area "breathing seal" gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Anodized aluminum reflectors provide uniform lighting distribution with either borosilicate glass, acrylic or polycarbonate refractor. Applications: Roadways NEMA wattage label, terminal block, and NEMA photocell receptacle are Highways standard. Residential streets All electrical components warranted by American Electric Lighting's 6-year Parking lots, shopping centers guarantee Apartment and condo complexes Colleges, universities Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Parks Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS DIMENSIONS Optic Distribution R2DP R3DP R2DG R3DG R4DG 200W-HPS ◆ ◆ ◆ ◆ ◆ 250W-HPS ◆ ◆ ◆ ◆ ◆ 310W-HPS ◆ ◆ ◆ ◆ ◆ 400W-HPS ◆ ◆ ◆ ◆ ◆ 14" 175W-MH ◆ ◆ ◆ (356) 250W-MH ◆ ◆ ◆ 400W-MH ◆ ◆ ◆ ◆ 175W-MV ◆ ◆ ◆ 31-1/2" 250W-MV ◆ ◆ ◆ (800) 400W-MV ◆ ◆ ◆ ◆ 14" (356) 14-3/4" (375) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire series 125 is 1.30 sq. ft. 22 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 125 Roadway Lighting Luminaires — Cobrahead 200-400W HPS, 175-400W MH/MV ROADWAY O R D E R I N G I N F O R M AT I O N Example: 1 2 5 4 0 S C A M T 1 R 3 D G E C P C Series Wattage / Source Ballast Voltage Distribution 125 Single Door 17 175W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 20 200W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 25 250W V MV RH Reactor High MT2 Multi-tap wired 240V R4 Roadway Type IV2 31 310W2 X Incandescent Power Factor4 MT7 Multi-tap wired 277V 40 400W (Order with XX XN High Reactance 120 120V 23 250/400W ballast option (Lag) Normal 208 208V Optics wired 2503 only) Power Factor 220 220V 24 250/400W XH High Reactance 240 240V DP Drop Polycarbonate wired 4003 (Lag) High 277 277V Prismatic Refractor 00 Use for Power Factor 347 347V DG Drop Glass incandescent CA CWA 480 480V Prismatic Refractor option CT CWI TT1 Tri-tap wired 120V SC SCWA5 TT7 Tri-tap wired 277V MR Mag Reg (3 Coil) TT3 Tri-tap wired 347V XX No Ballast DT1 Dual Tap 120/240 wired 120V7 DT2 Dual Tap 120/240 wired 240V7 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local American Electric Lighting representative Notes: Mounting Photocontrol Receptacle 1 Not available in HPS (blank) 4-bolt Internal (standard) (blank) NEMA Photocontrol Receptacle 2 Available in HPS only 2B 2-bolt Internal 2” setting (standard) 3 Available in CA ballast option only M2 2-bolt Internal 1-1/4” setting NR No Photocontrol Receptacle 4 Available in 220-240V for 200-400W HPS; PB Phosphor Bronze Contacts not available in MH Paint7 5 Pulse Start Metal Halide only (blank) Gray (standard) Lamp 6 Available in 175W MV/MH and 200-250W MR ballast BK Black LC Lamp Included, Clear options BZ Bronze LD Lamp Included, Deluxe/Coated 7 Other colors available, please contact your local WH White American Electric Lighting representative UP Unpainted Starter1 8 Voids UL/CSA Certified Options, not available with multi-tap (blank) Open Board (standard) options Terminal Block EC Encapsulated Plug-in 9 Limited availability, please contact your local (blank) Terminal Block (standard) OP Open Plug-in American Electric Lighting representative T2 Wired to L1 & L2 Positions DS Dual Volt Encapsulated Plug-in T3 3 Wire Operation PS Protected/Auto Shutoff (L1, N, L2 Position) ES External Encapsulated Plug-in Listing Misc. UL UL Listed PC Photocontrol Included per CS CSA Certified Voltage Specified BL Bubble Level Fusing8 SS Stainless Steel Hardware SF Single Fuse (120, 277, 347V) CF Charcoal Filter DF Double Fuse (208, 220, 240, 480V) PL Distribution Pattern Indicator Label LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle9 NN No NEMA Label on Housing SH Shorting Cap Product Guide 23 Roadway Series 125 Roadway Lighting Luminaires — Cutoff Style Cobrahead 200-400W HPS, 175-400W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Optional two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Standard four- bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on doorframe enables easy and secure one-hand opening for re-lamping and maintenance Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Anodized aluminum reflectors provide uniform lighting distribution with either flat or sag clear tempered glass. Applications: Roadways NEMA wattage label, terminal block, and NEMA photocell receptacle are Highways standard. Residential streets All electrical components warranted by American Electric Lighting's 6-year Parking lots, shopping centers guarantee Apartment and condo complexes Colleges, universities Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Parks Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Optic Distribution R2SG R3SG R2FG R3FG 1 Contact American Electric Lighting DIMENSIONS 200W-HPS ◆ ◆ ◆ ◆ for availability. 250W-HPS ◆ ◆ ◆ ◆ 31-1/2" 310W-HPS ◆ ◆ ◆ ◆ (800) 400W-HPS ◆ ◆ ◆ ◆ 175W-MH1 ◆ ◆ 250W-MH1 ◆ ◆ 7-3/4" 400W-MH ◆ ◆ (197) 175W-MV1 ◆ ◆ 250W-MV1 ◆ ◆ 400W-MV ◆ ◆ 14-3/4" (575) 31-1/2" 14-3/4" (575) (800) 7-3/4" (197) 10" 10" (254) (254) Effective Projected Area (EPA) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire series 125 Cutoff is 1.14 sq. ft. The EPA for the Horizontal Luminaire Series 125 with sag glass is 1.22 sq. ft. 24 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 125 Roadway Lighting Luminaires — Cutoff Style Cobrahead 200-400W HPS, 175 - 400W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 1 2 5 2 0 V C A M T 1 R 2 F G Series Wattage / Source Ballast Voltage Distribution 125 Single Door 17 175W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 20 200W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 25 250W V MV RH Reactor High MT2 Multi-tap wired 240V 31 310W2 X Incandescent Power Factor4 MT7 Multi-tap wired 277V 40 400W2 (Order with XX XN High Reactance 120 120V 23 250/400W ballast option (Lag) Normal 208 208V Optics wired 2502, 3 only) Power Factor 220 220V 24 250/400W XH High Reactance 240 240V FG Flat Glass Clear Tempered7 wired 4002, 3 (Lag) High 277 277V SG Sag Glass Clear Tempered 00 Use for Power Factor 347 347V incandescent CA CWA 480 480V option CT CWI TT1 Tri-tap wired 120V SC SCWA5 TT7 Tri-tap wired 277V MR Mag Reg (3 Coil) TT3 Tri-tap wired 347V XX No Ballast DT1 Dual Tap 120/240 wired 120V6 DT2 Dual Tap 120/240 wired 240V6 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local American Electric Lighting representative Notes: Mounting Photocontrol Receptacle 1 Available in MV/MH only (blank) 4-bolt Internal (standard) (blank) NEMA Photocontrol Receptacle 2 Available in HPS only 2B 2-bolt Internal Internal 2” setting (standard) 3 Available in CA ballast option only M2 2-bolt Internal Internal 1-1/4” NR No Photocontrol Receptacle 4 Available in 220 to 240V for 200-400W HPS; setting PB Phosphor Bronze Contacts not available in MH 5 Pulse Start Metal Halide only Paint8 Lamp 6 Available in 175W MV/MH and 200-250W MR ballast (blank) Gray (standard) LC Lamp Included, Clear options only BK Black LD Lamp Included, Deluxe/Coated 7 Not available in 400W MV/MH BZ Bronze 8 Other colors available, please contact your local WH White Starter2 American Electric Lighting representative UP Unpainted (blank) Open Board (standard) 9 Voids UL/CSA Certified Options, not available with EC Encapsulated Plug-in multi-tap options Terminal Block OP Open Plug-in 10 Limited availability, please contact your local (blank) Terminal Block (standard) DS Dual Volt Encapsulated Plug-in American Electric Lighting representative T2 Wired to L1 & L2 Positions PS Protected/Auto Shutoff T3 3 Wire Operation ES External Encapsulated Plug-in (L1, N, L2 Position) Misc. Listing PC Photocontrol Included per UL UL Listed Voltage Specified CS CSA Certified BL Bubble Level SS Stainless Steel Hardware Fusing9 CF Charcoal Filter SF Single Fuse (120, 277, 347V) PL Distribution Pattern DF Double Fuse (208, 220, 240, 480V) Indicator Label LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle10 NN No NEMA Label on Housing SH Shorting Cap Product Guide 25 Roadway Series 325 Roadway Lighting Luminaires — Cobrahead with Power Door 200-400W HPS, 175-400W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Die-cast secondary Power Pad door places all electrical components on one easily interchangeable module with quick disconnects to main fixture housing. Optional two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Standard four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on lens frame enables easy and secure one-hand opening for re-lamping. Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Applications: Anodized aluminum reflectors provide uniform lighting distribution with either Roadways borosilicate glass or polycarbonate refractor. Highways Residential streets NEMA wattage label, terminal block, and NEMA photocell receptacle are Parking lots, shopping centers standard. Apartment and condo complexes All electrical components warranted by American Electric Lighting's 6-year Colleges, universities guarantee Parks Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 DIMENSIONS Optic Distribution R2DP R3DP R2DG R3DG R4DG 200W-HPS ◆ ◆ ◆ ◆ ◆ 250W-HPS ◆ ◆ ◆ ◆ ◆ 310W-HPS ◆ ◆ ◆ ◆ ◆ 14" 400W-HPS ◆ ◆ ◆ ◆ ◆ (356) 175W-MH ◆ ◆ 250W-MH ◆ ◆ 400W-MH ◆ ◆ ◆ ◆ 31-1/2" 175W-MV ◆ ◆ (800) 250W-MV ◆ ◆ 400W-MH ◆ ◆ ◆ ◆ 14" (356) 14-3/4" (375) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 325 is 1.30 sq. ft. 26 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 325 Roadway Lighting Luminaires — Cobrahead with Power Door 200-400W HPS, 175-400W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 2 5 4 0 M C A M T 7 R 3 D G B K L C Series Wattage / Source Ballast Voltage Distribution 325 Power Door 17 175W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 20 200W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 25 250W V MV RH Reactor High MT2 Multi-tap wired 240V R4 Roadway Type IV2 31 310W2 X Incandescent Power Factor4 MT7 Multi-tap wired 277V 40 400W (Order with XX XN High Reactance 120 120V 23 250/400W ballast option (Lag) Normal 208 208V Optics wired 250W3 only) Power Factor 220 220V 24 250/400W XH High Reactance 240 240V DP Drop Polycarbonate wired 400W3 (Lag) High 277 277V Prismatic Refractor 00 Use for Power Factor 347 347V DG Drop Glass incandescent CA CWA 480 480V Prismatic Refractor option CT CWI TT1 Tri-tap wired 120V SC SCWA5 TT7 Tri-tap wired 277V MR Mag Reg (3 Coil) TT3 Tri-tap wired 347V XX No Ballast DT1 Dual Tap 120/240 wired 120V6 DT2 Dual Tap 120/240 wired 240V6 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative 1 Available in MV/MH only Mounting Photocontrol Receptacle 2 Available in HPS only (blank) 4-bolt Internal (standard) (blank) NEMA Photocontrol Receptacle 3 Available in CA ballast option only 2B 2-bolt Internal Internal 2” setting (standard) 4 Available in 220 to 240V for HPS, MV; not available in MH M2 2-bolt Internal Internal 1-1/4” NR No Photocontrol Receptacle 5 Pulse Start Metal Halide only setting PB Phosphor Bronze Contacts 6 Available in 175W MV/MH and 200-250W MR ballast options Paint7 Lamp 7 Other colors available, please contact your local (blank) Gray (standard) LC Lamp Included, Clear American Electric Lighting representative BK Black LD Lamp Included Deluxe/Coated 8 Voids UL/CSA Certified Options; not available with BZ Bronze multi-tap ballast options WH White Starter2 9 Limited availability, please contact your local UP Unpainted (blank) Open Board (standard) American Electric Lighting representative EC Encapsulated Plug-in Terminal Block OP Open Plug-in (blank) Terminal Block (standard) DS Dual Volt Encapsulated Plug-in T2 Wired to L1 & L2 Positions PS Protected/Auto Shutoff T3 3 Wire Operation (L1, N, L2 Position) Misc. PC Photocontrol Included per Listing Voltage Specified UL UL Listed BL Bubble Level CS CSA Certified SS Stainless Steel Hardware CF Charcoal Filter Fusing8 PL Distribution Pattern SF Single Fuse (120, 277, 347V) Indicator Label DF Double Fuse (208, 220, 240, 480V) LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle9 NN No NEMA Label on Housing SH Shorting Cap Product Guide 27 Roadway Series 325 Roadway Lighting Luminaires — Cutoff Style Cobrahead with Power Door 200-400W HPS, 175-250W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Die-cast secondary Power Pad door places all electrical components on one easily interchangeable module with quick disconnects to main fixture housing. Optional two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter. Standard four-bolt mounting provides extra security in high-vibration applications. Die-cast trigger latch on lens frame enables easy and secure one-hand opening for re-lamping. Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Applications: Anodized aluminum reflectors provide uniform lighting distribution with either Roadways flat or sag clear tempered glass. Parking lots Shopping centers NEMA wattage label, terminal block, and NEMA photocell receptacle are Apartment and condo complexes standard. All electrical components warranted by American Electric Lighting's 6-year guarantee Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 DIMENSIONS Optic Distribution R2SG R3SG R2FG R3FG 200W-HPS ◆ ◆ ◆ ◆ 250W-HPS ◆ ◆ ◆ ◆ 7-3/4" 310W-HPS ◆ ◆ ◆ ◆ 14-3/4" (197) 400W-HPS ◆ ◆ ◆ ◆ (575) 175W-MH1 ◆ ◆ 31-1/2" 250W-MH ◆ ◆ ◆ ◆ (800) 400W-MH ◆ ◆ 10" 175W-MV1 ◆ ◆ (254) 250W-MV1 ◆ ◆ 400W-MH ◆ ◆ 1 Contact American Electric Lighting for 7-3/4" (197) availability. 31-1/2" 14-3/4" (800) (375) 10" (254) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 325 is 1.14 sq. ft. Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 325 with sag glass is 1.22 sq. ft. 28 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 325 Roadway Lighting Luminaires — Cutoff Style Cobrahead with Power Door 200-400W HPS, 175-250W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 2 5 3 1 S C A M T 1 R 3 F G S F B L Series Wattage / Source Ballast Voltage Distribution 325 Power Door 17 175W1 S HPS RN Reactor Normal MT1 Multi-tap wired 120V R2 Roadway Type II Cobrahead 20 200W M MH Power Factor4 MT8 Multi-tap wired 208V R3 Roadway Type III 25 250W V MV RH Reactor High MT2 Multi-tap wired 240V 31 310W2 X Incandescent Power Factor4 MT7 Multi-tap wired 277V 40 400W2 (Order with XX XN High Reactance 120 120V 23 250/400W ballast option (Lag) Normal 208 208V Optics wired 250W3 only) Power Factor 220 220V 24 250/400W XH High Reactance 240 240V FG Flat Glass Clear Tempered7 wired 400W3 (Lag) High 277 277V SG Sag Glass Clear Tempered 00 Use for Power Factor 347 347V incandescent CA CWA 480 480V option CT CWI TT1 Tri-tap wired 120V SC SCWA5 TT7 Tri-tap wired 277V MR Mag Reg (3 Coil) TT3 Tri-tap wired 347V XX No Ballast DT1 Dual Tap 120/240 wired 120V6 DT2 Dual Tap 120/240 wired 240V6 DT3 Dual Tap 240/480 wired 240V DT4 Dual Tap 240/480 wired 480V Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative 1 Available in MV/MH option Mounting Photocontrol Receptacle 2 Available in HPS only (blank) 4-bolt Internal (standard) (blank) NEMA Photocontrol Receptacle 3 Available in CA ballast option only 2B 2-bolt Internal Internal 2” setting (standard) 4 Available in 220 to 240V for HPS, MV and 277V MV M2 2-bolt Internal Internal 1-1/4” NR No Photocontrol Receptacle 5 Pulse Start Metal Halide only setting PB Phosphor Bronze Contacts 6 Available in 175W MV/MH and 200-250W MR ballast options Paint8 Lamp 7 Not available in 400W MV/MH (blank) Gray (standard) LC Lamp Included, Clear 8 Other colors available, please contact your local BK Black LD Lamp Included, Deluxe/Coated American Electric Lighting representative BZ Bronze 9 Voids UL/CSA Certified Options; not available with multi-tap WH White Starter2 ballast options UP Unpainted (blank) Open Board (standard) 10 Limited availability, please contact your local EC Encapsulated Plug-in American Electric Lighting representative Terminal Block OP Open Plug-in (blank) Terminal Block (standard) DS Dual Volt Encapsulated Plug-in T2 Wired to L1 & L2 Positions PS Protected/Auto Shutoff T3 3 Wire Operation (L1, N, L2 Position) Misc. PC Photocontrol Included per Listing Voltage Specified UL UL Listed BL Bubble Level CS CSA Certified SS Stainless Steel Hardware CF Charcoal Filter Fusing9 PL Distribution Pattern SF Single Fuse (120, 277, 347V) Indicator Label DF Double Fuse (208, 220, 240, 480V) LA Lightning Arrestor (Void UL/CSA Certified Options) 5H 50 Hertz Ballast Cycle10 NN No NEMA Label on Housing SH Shorting Cap Product Guide 29 Roadway Series 327 Roadway Lighting Luminaires — Cobrahead 310-1000W HPS, 700-1000W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Four-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter and extra security in high- vibration applications. Die-cast trigger latch on doorframe enables easy and secure one-hand opening for re-lamping and maintenance Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Anodized aluminum reflectors provide uniform lighting distribution with standard borosilicate glass refractor. NEMA wattage label, terminal block, and NEMA photocell receptacle are standard. Applications: Residential streets All electrical components warranted by American Electric Lighting's 6-year Parking lots, shopping centers guarantee Apartment and condo complexes Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Colleges, universities Parks Suitable for ambient temperature ranges from: Roadways -30°C to 25°C MH & MV / -40°C to 25°C HPS Highways DIMENSIONS Optic Distribution R1DG R2DG R3DG R4DG 310W-HPS ◆ ◆ ◆ 400W-HPS ◆ ◆ ◆ 1000W-HPS ◆ 16-1/4" 700W-MV ◆ ◆ ◆ (413) 1000W-MV ◆ ◆ ◆ 1000W-MH ◆ ◆ ◆ 38.3" (973) 16-1/4" (413) 17-1/2" (445) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 327 is 1.96 sq. ft. 30 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 327 Roadway Lighting Luminaires — Cobrahead 310-1000W HPS, 700-1000W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 3 2 7 X 1 M C A 1 2 0 R 4 D G L D P C B L Series Wattage / Source Ballast Voltage Distribution 327 Single Door 31 310W S HPS CA CWA MT1 Multi-tap wired 120V R1 Roadway Type 13 Cobrahead 40 400W M MH CT CWI MT8 Multi-tap wired 208V R2 Roadway Type II4 70 700W V MV SC SCWA2 MT2 Multi-tap wired 240V R3 Roadway Type III 75 750W1 MT7 Multi-tap wired 277V R4 Roadway Type IV5 X1 1000W 120 120V 208 208V 220 220V 240 240V 277 277V 347 347V 480 480V TT1 Tri-tap wired 120V Optics TT7 Tri-tap wired 277V TT3 Tri-tap wired 347V DG Drop Glass Prismatic Refractor Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative Paint6 Lamp 1 Available in MV only (blank) Gray (standard) LC Lamp Included, Clear 2 Pulse Start Metal Halide only BK Black LD Lamp Included, Deluxe/Coated 3 Available in 1000W MH only BZ Bronze 4 Not available in 1000W HPS WH White Misc. 5 Available in 700-1000W MV when coated lamp is used UP Unpainted PC Photocontrol Included per 6 Other colors available, please contact your local Voltage Specified American Electric Lighting representative Terminal Block BL Bubble Level (blank) Terminal Block (standard) SS Stainless Steel Hardware T2 Wired to L1 & L2 Positions PL Distribution Pattern T3 3 Wire Operation Indicator Label (L1, N, L2 Position) LA Lightning Arrestor (Void UL/CSA Certified Options) Fusing NN No NEMA Label on Housing SF Single Fuse (120, 277, 347V) SH Shorting Cap DF Double Fuse (208, 220, 240, 480V) Photocontrol Receptacle (blank) NEMA Photocontrol Receptacle (standard) NR No Photocontrol Receptacle PB Phosphor Bronze Contacts Product Guide 31 Roadway Series 413 Roadway Lighting Luminaires — Cobrahead 35-150W HPS ROADWAY P R O D U C T O V E R V I E W Features: Compact size for economical street lighting Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Two-bolt mast arm mount provides easy, secure installation and adjustability for arms from 1-1/4" to 2" (32mm to 51mm) diameter Stainless steel latch enables easy one-hand opening for re-lamping and maintenance Large surface area “breathing seal” gasket seals the optical chamber to prevent intrusion by insects and environmental contaminants. Heat-resistant gasket material remains effective over the life of the fixture. Wildlife shield is cast into the housing (not a separate piece) and is easily adjustable for 1-1/4" to 2" (32mm to 51mm) mast arms. Anodized aluminum reflector provides uniform lighting distribution with either Applications flat lens, drop acrylic refractor, drop polycarbonate refractor, drop glass Roadways refractor or sag glass. Residential streets Optical chamber is IP54 rated standard. IP65 rating optional. Storage areas Parking lots All electrical components warranted by American Electric Lighting's 6-year Campuses guarantee Parks Complies with ANSI: C136.2, C136.10, C136.14, C136.15, C136.17 Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPSNeed the Temp specs DIMENSIONS Optic Distribution R2DA R2DP R2DG R3DG R2SG R3SG R2FG R3FG 35W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ ◆ 50W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ ◆ 70W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ ◆ 6.830 100W-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ ◆ (174) 150-HPS ◆ ◆ ◆ ◆ ◆ ◆ ◆ ◆ 20.978 (533) 12.8" (325.12) 9" (229) Effective Projected Area (EPA) The EPA for the Horizontal Luminaire Series 413 Drop lens is 0.80 sq. ft. (.074 m2). 21" 12.8" The EPA for the Horizontal Luminaire Series 413 Flat lens (533) (325) is 0.61 sq. ft. (.057 m2). 32 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 413 Roadway Lighting Luminaires — Cobrahead 35-150W HPS ROADWAY O R D E R I N G I N F O R M AT I O N Example: 4 1 3 1 5 S R N 1 2 0 R 3 D A L C 5 H Series Wattage / Source Ballast Voltage Distribution 413 Single Door 03 35W S HPS RN Reactor Normal 120 120V R2 Roadway Type II Cobrahead 05 50W X Incandescent Power Factor 220 220V R3 Roadway Type III 07 70W (Order with XX RH Reactor High 240 240V 10 100W ballast option Power Factor 15 150W only) XX No Ballast 00 Use for Optics incandescent option DA Drop Acrylic Prismatic Refractor1 DP Drop Polycarbonate Prismatic Refractor1 DG Drop Glass Prismatic Refractor SG Sag Glass Clear Tempered FG Flat Glass Clear Tempered Options Maximum number of options is six, for more options please contact your local Notes: American Electric Lighting representative 1 Available in Distribution R2 only Paint2 Misc. 2 Other colors available, please contact your local (blank) Gray (standard) PC Photocontrol Included per American Electric Lighting representative BK Black Voltage Specified 3 Limited availability, please contact your local BZ Bronze SS Stainless Steel Hardware American Electric Lighting representative WH White CF Charcoal Filter UP Unpainted PL Distribution Pattern Indicator Label Terminal Block 5H 50 Hertz Ballast Cycle3 (blank) Terminal Block (standard) NN No NEMA Label on Housing T2 Wired to L1 & L2 Positions LA Lightning Arrestor (Void UL/CSA Certified Options) Photocontrol Receptacle SH Shorting Cap (blank) NEMA Photocontrol Receptacle (standard) NR No Photocontrol Receptacle PB Phosphor Bronze Contacts Lamp LC Lamp Included, Clear LD Lamp Included, Deluxe/Coated Product Guide 33 InterState Luminaire Series 185 Roadway Lighting Luminaires — Set-Back 200-1000W HPS, 400 & 1000W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Unique optical design allows set-back of mounting poles away from traffic areas, while still delivering superior performance. Light pattern allows exceptional spacing to mounting height ratios, permitting fewer luminaries per mile Anodized aluminum reflector provides uniform lighting distribution with drop glass prismatic refractor. All electrical components warranted by American Electric Lighting's 6-year guarantee Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPS Complies with ANSI: C136.2, C136.10, C136.15 Applications: Interstate roadways Railway switch yards Shipping docks DIMENSIONS 16-7/8" (429) 36 -1/8" (918) at 45˚ 39-1/2" 31-7/8" (1003) (810) at 45˚ 8-1/2" (216) Effective Projected Area (EPA) The EPA for the InterState Luminaire Series 185 is 3.8 sq. ft. 34 Product Guide For photometric information, visit our website, www.americanelectriclighting.com InterState Luminaire Series 185 Roadway Lighting Luminaires — Set-Back 200-1000W HPS, 400 & 1000W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 1 8 5 4 0 S C A M T 1 R 3 D G Series Wattage / Source Ballast Voltage Distribution6 185 InterState 20 200W1 S High Pressure CA CWA MT1 Multi-tap wired 120V R3 Roadway 25 250W Sodium CT CWI MT8 Multi-tap wired 208V Type III7 31 310W1 M Metal Halide SC SCWA4 MT2 Multi-tap wired 240V 40 400W V Mercury Vapor MR Mag Reg (3 Coil) MT7 Multi-tap wired 277V 70 700W3 120 120V X1 1000W 208 208V 220 220V 240 240V Optics 277 277V 347 347V DG Drop Glass 480 480V Prismatic Refractor TT1 Tri-tap wired 120V5 TT7 Tri-tap wired 277V TT3 Tri-tap wired 347V DT1 Dual Tap 120/240 wired 120V DT2 Dual Tap 120/240 wired 240V DT3 Dual Tap 240/480 wired 240V2 DT4 Dual Tap 240/480 wired 480V2 Options Maximum number of options is six, for more options please contact your local Notes: American Electric Representative 1 HPS only Paint7 Lamp 2 Only available in HPS MR ballast option (blank) Gray (standard) LC Lamp Included, Clear 3 Available in MV only BK Black 4 Pulse Start Metal Halide only BZ Bronze Starter1 5 Not available in some wattages, please consult your WH White (blank) Open Board10 local American Electric Lighting representative UP Unpainted EC Encapsulated Plug-in 6 Distribution depends on tilt angle of fixture OP Open Plug-in 7 Other colors available, please consult your local Terminal Block DS Dual Volt Encapsulated Plug-in American Electric Lighting representative (blank) Standard Terminal Block (standard) PS Protected/Auto Shutoff 8 Voids UL/CSA Certified Options; not available with T2 Wired to L1 & L2 Positions multi-tap ballast options T3 3 Wire Operation (L1, N, L2 Position) Misc. 9 Not available in 1000W BT Ballast Tray9 Fusing8 PC Photocontrol Included per Voltage SF Single Fuse (120, 277, 347V) Specified DF Double Fuse (208, 220, 240, 480V) SS Stainless Steel Hardware LA Lightning Arrestor Photocontrol Receptacle NL NEMA Label (blank) NEMA Photocontrol Receptacle (standard) NR No Photocontrol Receptacle PB Phosphor Bronze Contacts Product Guide 35 Roadway Series 285 Roadway Lighting Luminaires — Set-Back 200-400W HPS, 250-400W MV/MH ROADWAY P R O D U C T O V E R V I E W Features: Unique optical design allows set-back of mounting poles away from traffic areas, while still delivering superior performance. Light pattern allows exceptional spacing to mounting height ratios, permitting fewer luminaries per mile Anodized aluminum reflector provides uniform lighting distribution with drop glass prismatic refractor. Adjustable and locking knuckle mount provides for precise and secure aiming of the luminaire Hinged, captive optical assembly opens with one-hand latch All electrical components warranted by American Electric Lighting's 6-year guarantee Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPSNeed temp range specs Applications: Complies with ANSI: C136.2, C136.10, C136.15 Interstate roadways Broad commercial and residential roadways Large parking areas DIMENSIONS 27-1/4" (692) 3" (76) 5-1/4" (133) 17" (432) 11-1/4" (286) Effective Projected Area (EPA) The EPA for the MultiMount™ Luminaire Series 285 is 2.1 sq. ft. 36 Product Guide For photometric information, visit our website, www.americanelectriclighting.com Roadway Series 285 Roadway Lighting Luminaires — Set-Back 200-400W HPS, 250-400W MV/MH ROADWAY O R D E R I N G I N F O R M AT I O N Example: 2 8 5 4 0 S C A M T 1 R 3 D A L C Series Wattage / Source Ballast Voltage Distribution 285 Multi-Mount 20 200W S HPS RN Reactor Normal Power Factor2 MT1 Multi-tap wired 120V R3 Roadway Roadway 25 250W M MH RH Reactor High Power Factor2 MT8 Multi-tap wired 208V Type III5 31 310W1 V MV XN High Reactance (Lag) MT2 Multi-tap wired 240V 40 400W9 Normal Power Factor MT7 Multi-tap wired 277V XH High Reactance (Lag) 120 120V High Power Factor 208 208V CA CWA 220 220V CT CWI 240 240V Optics SC SCWA3 277 277V DA Drop Acrylic MR Mag Reg (3 Coil) 347 347V Prismatic 480 480V Refractor TT1 Tri-tap wired 120V TT7 Tri-tap wired 277V TT3 Tri-tap wired 347V DT1 Dual Tap 120/240 wired 120V DT2 Dual Tap 120/240 wired 240V DT3 Dual Tap 240/480 wired 240V4 DT4 Dual Tap 240/480 wired 480V4 Options Maximum number of options is six, for more options please contact your local American Electric Lighting representative Paint 6 Lamp (blank) Bronze (standard) LC Lamp Included, Clear Notes: BK Black LD Lamp Included, Deluxe/Coated WH White 1 Only available in MR, RN, RH ballast options UP Unpainted Starter8 2 Available in 220 to 240V for 200-400W HPS, not GY Gray (blank) Open Board (standard) available in MH EC Encapsulated Plug-in 3 Pulse Start Metal Halide only Terminal Block OP Open Plug-in 4 Available in HPS MR ballast options (blank) Terminal Block (standard) DS Dual Volt Encapsulated Plug-in 5 Distribution depends on tilt angle of fixture T2 Wired to L1 and L2 Positions PS Protected/Auto Shutoff 6 Other colors available, please contact your local T3 3 Wire Operation (L1, N, L2 American Electric Lighting representative Position) Misc. 7 Not available with Multi-tap ballast options PC Photocontrol Included per Voltage 8 For HPS Products only Fusing7 Specified 9 400 MH requires reduced jacket ED-28 lamp SF Single Fuse (120, 277, 347V) HK Hinge Keeper DF Double Fuse (208, 220, 240, 480V) SS Stainless Steel Hardware PL Distribution Pattern Indicator Photocontrol Receptacle Label (blank) NEMA Photocontrol Receptacle LA Lightning Arrestor (standard) NL NEMA Label NR No Photocontrol Receptacle SH Shorting Cap PB Phosphor Bronze Contacts Product Guide 37 InterState™ II Series 775 Roadway Lighting Luminaires — Interstate with Contemporary Style 200-400W HPS, 175-400W MH, 250-400W MV ROADWAY P R O D U C T O V E R V I E W Features: Unique optical design allows set-back of mounting poles away from traffic areas, while still delivering superior performance Rugged die-cast aluminum housing is powder-coated for durability and corrosion resistance Slim profile provides a low E.P.A. Door is hinged and easily removable for quick maintenance Anodized aluminum reflector provides uniform lighting distribution with sag or flat glass clear tempered refractor Adjustable and locking knuckle mount provides for precise and secure aiming of the luminaire Applications: Easy single fastener closure for fast relamping and optional tool-less access available. Interstate roadways Expressways Railway switchyards All electrical components warranted by American Electric Lighting's 6-year Shipping docks guarantee Large parking lots Suitable for ambient temperature ranges from: -30°C to 25°C MH & MV / -40°C to 25°C HPSeed temp range specs DIMENSIONS 7” 17.75” 21.1” 23” 12.5” 19.5” 3” 2” 1” .437”dia. 2” .781” dia. Effective Projected Area (EPA) The EPA for the InterState™ II is 2.75 sq. ft. 38 Product Guide For photometric information, visit our website, www.americanelectriclighting.com InterState™ II Series 775 Roadway Lighting Luminaires — Interstate with Contemporary Style 200-400W HPS, 175-400W MH, 250-400W MV ROADWAY O R D E R I N G I N F O R M AT I O N Example: 7 7 5 4 0 S C A 4 8 0 R 3 S G P S Series Wattage / Source Ballast Voltage Distribution 775 InterState 17 175W1 S HPS RN Reactor Normal Power Factor3 MT1 Multi-tap wired 120V R3 Roadway Roadway 20 200W M MH RH Reactor High Power Factor3 MT8 Multi-tap wired 208V Type III6 Offset 25 250W V MV XN High Reactance (Lag) MT2 Multi-tap wired 240V 31 310W2 Normal Power Factor MT7 Multi-tap wired 277V 40 400W XH High Reactance (Lag) 120 120V High Power Factor 208 208V CA CWA 220 220V CT CWI 240 240V SC SCWA4 277 277V Optics MR Mag Reg (3 Coil) 347 347V 480 480V SG Sag Glass TT1 Tri-tap wired 120V Clear Tempered TT7 Tri-tap wired 277V FG Flat Glass TT3 Tri-tap wired 347V Clear Tempered DT1 Dual Tap 120/240 wired 120V DT2 Dual Tap 120/240 wired 240V DT3 Dual Tap 240/480 wired 240V5 DT4 Dual Tap 240/480 wired 480V5 Options Maximum number of options is six, for more options please contact your local American Electric Lighting representative Mounting7 Photocontrol Receptacle (blank) Tenon Slipfitter (standard) (blank) NEMA Photocontrol Receptacle Notes: YG Yoke Galvanized (standard) YP Yoke Painted7 NR No Photocontrol Receptacle 1 Available in MH/MV only 2 For HPS Products only Paint8 Lamp 3 Available in 120V only for 150W HPS and below, 220 to (blank) Gray (standard) LC Lamp Included, Clear 240V only available for 200-400W HPS; Not available in BK Black LD Lamp Included, Deluxe/Coated MH BZ Bronze 4 Pulse Start MH only WH White Starter2 5 Available in HPS MR ballast options and 100W MV CA UP Unpainted (blank) Open Board (standard) ballast options EC Encapsulated Plug-in 6 Distribution depends on tilt angle of fixture Terminal Block OP Open Plug-in 7 Painted to match specified color of fixture (blank) Terminal Block (standard) DS Dual Volt Encapsulated Plug-in 8 Other colors available, please contact your local T2 Wired to L1 and L2 Positions PS Protected/Auto Shutoff American Electric Lighting representative T3 3 Wire Operation (L1, N, L2 9 Not available in MT Position) Misc. 10 Limited availability, please contact your local PC Photocontrol Included per Voltage American Electric Lighting representative Standard Listing Specified (blank) UL Listed (standard) TL Tool Less Entry CS CSA Certified BT Ballast Tray SS Stainless Steel Hardware Fusing9 PL Distribution Pattern Indicator SF Single Fuse (120, 277, 347V) Label DF Double Fuse (208, 220, 240, 480V) LA Lightning Arrestor 5H 50 Hertz Ballast Cycle10 NN Less NEMA Label SH Shorting Cap Product Guide 39 LPS Roadway Luminaire Series SRP Roadway Lighting Luminaires 90-180W LPS ROADWAY P R O D U C T O V E R V I E W Features: Designed for maximum energy savings with efficient light distribution Outside housing constructed of non-corrosive ABS plastic with UV inhibiting coating Drop acrylic prismatic refractor and adjustable socket allows for maximum control of light distribution All electrical components warranted by American Electric Lighting's 6-year guarantee Suitable for ambient temperature ranges from -40°C to 25°C Complies with ANSI: C136.2, C136.10, C136.15 Applications: Roadways Highways Transportation terminals Security lighting DIMENSIONS p p 14" (PEC optional) 10" L" ARMS Mounting end of tenon must have a 6-3/4" straight section (min.) Accepts 1-1/2" to 2" OD Mounting 10" (254) 7" (179) SERIES LENGTH (L) EPA (Sq. Ft.) SRP90 55'' 1.45 SRP13 55'' 1.45 SRP18 65'' 1.86 40 Product Guide For photometric information, visit our website, www.americanelectriclighting.com 
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